
Comptech Adjustable Swivel Release

The patented Swivel Release has been in development for over 3-1/2 years. The basic design allows
riders to quickly interchange ropes by using an additional clevis. The rope clevis swivels in the three
rollers located in the end of the housing. When you pull on the manual release cord these three rollers
tip out and release the clevis. By pushing the clevis into the three rollers they will tip in and lock into
operating position. For all you flippers this is a real load-bearing swivel and has almost no drag.
People have commented that you notice the rope not fighting you when you flip.

A spring and plunger assembly inside the housing controls the automatic part of the release. The
release pressure is infinitely variable in pressure from 100 to 800 pounds. In testing we found that an
average size rider takes 150 pounds of pull to get up on a plane. Once your up the load drops to
around 50 Ibs. So what do you do if you want to run the release at 100 pounds? Set the adjuster to
200 pounds, get up and have the observer back the nut down to 100 pounds. Just that easy! You want
to go up to 800 pounds turn the adjuster to 800 pounds and keep on riding. (Just a FYI we tested the
release with a knee board and saw over 400 Ibs pull across the wake. We saw spikes of over 550 Ibs
on wake jumps)
How do you know where to set the Release load setting at? There is a gauge on the side of the
Release that shows you how many pounds have been exerted on the unit. Push the white pin to zero
and set the release to 800 pounds. Ride as you would normally and have someone in the boat see how
far the pin moved on the graduated scale. If you never went above 300 pounds then set the adjuster at
400 Ibs. and enjoy. They can even do this while you are still riding. When learning new tricks that
require low line tension, set the adjuster to a lower level. Just remember, if you pull if off, don't go
flying at the wake to do a front flip or you will have a rope in your hands without a boat pulling you!
The other option would be to leave the Release at your standard setting and have an observer ready to
pull the manual release.

1) True roller bearing type swivel release. 10 second rope change.
2) Gauge to read load applied by skier.
3) Adjustable range from 100-800 pounds.
4) Breakaway load can be adjusted while riding.
5) Manual release can be used if wanted.
6) All parts anodized aluminum or Stainless Steel. Many parts are heat-treated.
7) Only plastic part is the gauge reading pin and the swivel bushings.
8) Repeatable load + or - 20 Ibs at release setting. The load does not drift lower with each tug.
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